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NE CONSTRUCTION DETAILS | 4ﬁﬁ“‘::§Q§\\

A. USE EXISTING SPAN WIRE, REMOVE EXISTING SIGNAL HEADS AND INSTALL
LED SIGNAL HEADS IN SAME LOCATION OR AS NOTED. RE-RING EXISTING
SPAN WIRE CROSS US 40, REMOVE: UN-USED -CABLES.

USE EXISTING CONTROLLER/CABINET, DISCONNECT EXISTING INTERCONNECT
. CABLE TO BE RE-ROUTED. :

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.
REMOVE EXISTING SIGN.
INSTALL PROPOSED SIGN.
USE EXISTING STRUCTURE.
INSTALL ELECTRICAL HANDHOLE.
INSTALL 3" SCHEDULE 80 RIGID PVC CONDUIT- TRENCHED.

INSTALL 4" SCHEDULE 80 RIGID PYC CONDUIT- BORED.

INSTALL 6’x30" QUADRUPOLE LOOP DETECTOR ENCASE IN FLEXIBLE TUBING.
INSTALL 6’ x6’ LOOP DETECTOR ENCASE IN FLEXIBLE TUBING.

CAP ' AND ABANDON EXISTING CONDUIT. o

INSTALL “I" GALVANIZED STEEL CONDUIT FOR DETECTOR SLEEVE.

REMOVE EXISTING HANDHOLE. |

PULL BACK THE EXISTING INTERCONNECT CABLE FROM CONTROLLER, OVER SPAN

WIRE, THROUGH EXISTING CONDUIT TO BE COILED AND STORED UNTIL CABLE IS
RE-ROUTED BACK TO EXISTING CONTROLLER/CABINET.

. EXISTING SERVICE FEED TO REMAIN.

T. REMOVE EXISTING AND INSTALL PROPOSED 24" WHITE HEAT APPLIED PERMANENT
THERMOPLASTIC PAVEMENT MARKINGS. FOR STOP LINE.

U. USE-EXISTiNG SIGNAL STRUCTURE, REMOVE EXIST!NG SIGNAL HEAD AND INSTALL
PROPOSED LED SIGNAL HEAD.

V. USE EXISTING STRUCTURE.
W. ABANDON EXISTING LOOP DETECTORS.
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X. INSTALL 1" LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVES).

'f’

)
X LAY

ADDENDUM NO. 1
10/ /06

REPLACES SHEET 11

EQUIPMENT. IF ANY UTILITIY CONFLICTS SHOULD ARISE THE CONTRACTOR .
SHALL CONTACT THE PROJECT ENGINEER. .
~ 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE ' .

BG&E #
192045

" ONE PROPOSED HANDHOLE
. TO BE INSTALLED, AND
ONE EXISTING HANDHOLE

TO BE REMOVED ARE

LOCATED IN THIS BREAK

GENERAL _NOTES

1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
LOCATIONS PRIOR TO INSTALLATION. .

2. FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING
PLANS, OTHER THAN THOSE DETAILED ON THE PLAN. ALL PAVEMENT
g#RKéNgSSSHALL BE INSTALLED IN ACCORDANCE WITH MSHA

ANDARDS.

3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME.THE
PROPERTY OF THE SIGNAL CONTRACTOR.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
glgNA% gAELE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
ACH CABLE. - .
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1. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY"
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2. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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5. THE CONTRACTOR SHALL CONTACT MISS UTILITIES AND VERIFY ALL
UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SI1GNAL

- FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03., MD 818.01, MD 818.02. MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.
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